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The PM500, PM600 and PM700 compact, powered mixers from Wharfedale Professional can be

used in a variety of applications such as portable live sound applications, sound reinforcement or

public address. The PM Series comprises six models in total; the PM500, PM500RM, PM600,

PM600RM, PM700 and PM700RM.  PM mixers are designed to withstand the rigours of life on the

road by being housed in a tough wooden carpet covered surround.  The surround also features

rubber feet and corner protectors.  The RM stands for ‘rack mount’ and these versions of the PM

Series are supplied without the wooden surround but with rack mounting ‘ears’ for optimum inte-

gration into an existing installation. The PM Series of powered mixers are designed as great value,

great sounding, simple to transport and set up, road tough sound systems for the most discerning

of professional users.  No compromises have been made in features, reliability or safety.

PM500 and PM600 Mixer Product Features:
• Five (PM500) / Six (PM600) mono input channels featuring separate Mic & line input.

• Channel five (PM500) / Channel six (PM600) features extra Tape In RCA socket.

• Digital Delay

• Record Out

• EFX Return / EFX Send (PM 600 only)

• Power On/Off on front of unit for easy use

• Parallel speaker outputs on rear of unit

• Main line output on rear of unit

• Built in 120 watt power amplifier in PM500 / built in 230 watt amplifier in PM600

• Two band channel EQ

• XLR plus 1/4” input socket

• Three band master EQ in PM 600

• Thermal protection
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The Benefits of a PM500 and PM600 Mixer!

• One unit to balance and combine all instrument and microphone source inputs

• Quick and easy to set up 

• Portable, light and easy to carry

• TAPE IN sockets allow cassette recorders or CD players to be added to the Main Output

• Digital Delay section allows adjustment of interval time, repeat rate and volume of the delays.

• Designed with generous headroom to ensure excellent sonic quality is delivered 
continuously at both high and low frequencies.

PM 500

PM 600

PM 700
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The PM500 mixer features five mono input channels

whilst the PM600 mixer features six for applications

requiring more than five source inputs.   

The LF control frequency has been carefully selected on

the PM500 and PM600, allowing vocals or instruments

to be finely tuned without losing their natural balance.

The HF control is similarly designed to cut out unwanted

harshness or excessive mid high range interference.  

The PM700 offers  an extra input channel, making seven

in total plus a seven band graphic equaliser for flexible

sound shaping and feedback control.  

PM500 Input

PM600 Input

PM700 Input
PM700 

PM 500RM

PM 600RM

PM700 Product Features:
• Lightweight

• High-efficiency switch-mode power supply

• 7 total input channels / 7 band graphic equaliser

• Dual DSP chip and 8 preset 24bit digital effect

• Adjustable ‘Time’ and ‘Repeat’ delay effect

• Channel 1-6 with balanced XLR

• Channel 1-3 with 1/4” phone jack inputs/ 'two super Hi-Z 
inputs on channel 4-5 for electric, acoustic or bass guitar

• Channel 6-7 with two 1/4” phone jack inputs 

• Channel 7 with RCA phone input

• Hi and Low EQ on each channel

• Effect, monitor, main and recording output socket

• 6 LED level meter with output peak indicator 

• Channel 1-5 with PAD switch

• Effect send and return socket 

• Effect foot switch and bypass bottom in front panel 

• Separate effects level controls to Main and Monitor outputs

• Build-in compressor to prevent clipping

The Benefits of a PM700 Mixer!

• LED meter (6) for easy optical control of output levels

• Dual DSP chip allows two effects to be used (e.g reverb 
and delay) at the same time on the same mic channel

• 8 preset digital effects allow you to add multiple extras to your sound

PM 700RM
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MIXER MODEL PM 500 PM 600 PM 700
POWER AMP – MAX OUTPUT IN WATTS 300W @ 4ohms
4 OHMS 120 WATTS 230 WATTS 450W @ 2ohms
INPUTS
BALANCED MIC 4 5 6
LINE CHANNELS 5 6 7
INPUT IMPEDANCE
LOW Z (BALANCED) 2K OHMS 2K OHMS 4K OHMS 
SUPER HI-Z INPUT (UNBALANCED) NA NA 470K OHMS
LINE 16K OHMS 16K OHMS 10K OHMS
CHANNEL 6&7 LINE UNBALANCED NA NA 30K OHMS
MAIN OUT UNBAL. TRS UNBAL. TRS UNBAL. TRS
CHANNELS 5 6 7
FREQUENCY RESPONSE (+/-3dB) 20Hz-25KHz 20Hz-25KHz 20Hz-25KHz
MAXIMUM CHANNEL GAIN
LOW Z (BALANCED) 40dB 40dB 60dB
HI-Z 20dB 20dB 45dB
SUPER HI-Z NA NA 45dB
CHANNEL 6&7 (PM700) NA NA 22dB
MAXIMUM OUTPUT LEVEL
MAIN +18dBv +18dBv +18dBv
RECORD OUT +5dBv +5dBv +5dBv
CHANNEL EQ High:12kHz High:  8kHz High:  12kHZ

Low:  80Hz @ +/-15dB Shelving Low:  100Hz @ +/-15dB Shelving Low:  100Hz@ +/-15dB Shelving
MASTER EQ
HI EQ NA 12KHz±12dB 7 BAND GRAPHIC EQ
MID EQ NA 1KHz±12dB 7 BAND GRAPHIC EQ 
LOW EQ NA 80Hz±12dB 7 BAND GRAPHIC EQ
PROTECTION THERMAL & DC THERMAL & DC THERMAL/DC/CLIP
DIGITAL EFFECT ADJUSTABLE TIME AND REPEAT DELAY EFFECT ADJUSTABLE TIME AND REPEAT DELAY EFFECT 8 PRESET REVERB PLUS ADJUSTABLE

TIME AND REPEAT DELAY EFFECT

THD LESS THAN 0.1% LESS THAN 0.1% LESS THAN 0.1%
POWER CONSUMPTION 120 WATTS 230 WATTS 330 WATTS
POWER REQUIREMENTS 160 WATTS 330 WATTS 400 WATTS
SPEAKER CONNECTOR 1/4” JACK 1/4” JACK 1/4” JACK
WEIGHT PM500:  9.32KG/20.5lbs PM600:  11.48KG/24.7lbs PM700:  11KG/24.25lbs

PM500 RM:  7.6KG/16.7lbs PM600 RM:  9.72KG/21.4lbs PM700 RM:  9.28KG/20.45lbs
DIMENSIONS (W x D x H) mm PM500:  475 x 269 x 155 mm PM600:  475 x 241 x 188 mm PM700:  475 x 245 x 240 mm
DIMENSIONS inches PM500 :  19 x 10.5 x 6.1 inches PM600:  19 x 9.5 x 7.4 inches PM700:  19 x 9.9 x 9.4 inches
DIMENSIONS (W x D x H)mm PM500 RM:  485 x 248 x 112 mm PM600RM:  485 x 228 x 145 mm PM700 RM:  485 x 239 x 178 mm
DIMENSIONS inches PM500 RM:  19 x 9.7 x 4.4 inches PM600 RM:  19 x 8.9 x 5.7 inches PM700 RM:  19 x 9.4 x 7 inches

Wharfedale International Limited, IAG House, Sovereign Court, 
Ermine Business Park, Huntingdon, Cambs, PE29 6XU, England 

www.wharfedalepro.com
The information in this brochure is subject to change without notice. 

All rights reserved © 2004 Wharfedale Systems Division
Wharfedale is a member of the International Audio Group
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